5.4 SIDEWALK CONSTRUCTION ~ For the safety ~»f pedestrians in
residential 1.l commercial subdivisions, the subdivider shall
build Portland Cement sidewalks witbin the street right-of-way on
both sides of the street to meet the following specifications:

1l. Reguired width and Size -

A. M—.g Fami].! or “uglex ILDUSin’:{ L"Velogments _. Tour
feet wide and four . ches thick.

B. Multi-Family Developments - Five feet wide and four
inches thick.

C. Commercial Developments - Eighit feet wide and four
inc-=s thick.

2. Sidewalks along Marzinal Access £.reets - Wheres a
marginal access road parallels an arterial street, the

Planning Commission may waive sidewalks along the arterial
street and on tte inside of the marginal acces: street.
Sidewalks shall be regquired on the outside of the marginal

access streets.

3. Sidewalks Adjacent to sir. :ts - Sidewalks within- five
feet of the pavement shall be built at an elevation at or
above the elevation of the top of the curb. In residential
areas, the sidewalks shall be : -mstructed at least three
feet from the curb except at street intersections.

cmA -

4. Sidewalk Cronstruction Where Curb and rutters are Wai
sidewalks shall be constructed between the ditch and .ne
right~of~way line where curb and gutters have been waived.
The sidewalks shall be built at least two feet from the
dilcl, line and shall not be buiit in the ditch »r as to
cause erosion or flooding. Sidewalks closer than five feet
from the pavement shall be at an elevation greater than that

of the :‘reet pavement.

5 Sidewalks Not Necessary - The Planning Commission may
waive the requirements in single family unit developmerits
for sidewalks where it is show. that sidewalks are not

needed for the safety of the pedestrians.



